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AMENDED CLAIMS 

[received by the International Bureau on 19 August 2004 (19.08.04); 
original claims 1-16 replaced by amended claims 1-15] 



1. Needle constituted of a cylindrical body (1, 14) which is 
extended along a longitudinal axis X-X* at least one e id (2) of which is 
beveled, the cylindrical body (1, 14) being made of a p Dlyarylethercetone 
polymer of the following formula (1): 



characterized in that it further comprises at least th ee reinforcement 
wires (3, 4, 5 ; 6, 7 ,8 ,9 ; 10, 11, 12, 13) embedded in the 
polyaryfethercetone polymer of formula (1) and extending parallel to 
longitudinal axis X-X\ and being even-tensioned thraugl tout the length of 
hollow body (1, 14) and distributed such that each pair Df wires (3, 4 ; 4, 
5 ; 3, 5 ; 6, 7 ; 7, 8 ; 8, 9 ; 7, 9 ; 10, 11 ; 11, 12 ; 12, li! ; 10,13 ) defines 
an identical center angle. 

2. Needle according to claim l, characte feed in that the 
polyarylethercetone polymer of formula (1) further comprise fillers 
selected from carbon fibers, glass fibers, grrphite granules, 
polytetrafluoroethylene (PTFE) granules, black carbc n granules and 
mixtures of two or more of the above. 

3. Needle according to any one of claims 1 to 2 characterized in 
that the said at least three wires (3, 4, 5; 6, 7, 8, 9, 10, 11, 12, 13) are 
made of 316 stainless steel. 

4. Needle according to any one of claims 1 1 j 3, characterized 
in that the said set of at least three wires (3, 4, 5 ; < , 7, 8, 9) are of 
circular section. 

5. Needle according to any one of claims 1 b > 3, characterized 
In that the said set of at least three wires (10, 11, 12 ; 1 3) are of elliptical 
section. 

6. Needle according to any one of claims 1 to > characterized in 
that the hollow body (1, 14) is of circular section. 
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7. Needle according to any one of claims 1 tc 6 characterized in 
that the hollow body (14) is beveled at both ends. 

8. Injection syringe made up: 

- of a piston, 

5 - of a pump body equipped with an end fittir g for fitting of an 

injection needle, and 

- an injection needle, 

characterized in that it is equipped with a needle accorcing to any one of 
claims 1 to 6. 

10 9. Syringe according to claim 8 characterized in that the pump 

body equipped with its end-fitting and the piston ar; made up of a 
polyarylethercetone polymer of formula (1). 

10. Syringe according to claim 8 or 9, charad erized in that the 
pump body equipped with Its end-fitting and the pistol are made of a 

15 polyarylethercetone polymer of formula (1), comprising fillers selected 
from glass fibers, carbon fibers, graphite granules, polyt? trafluoroethylene 
(PTFE) granules, carbon black granules and mixtures of two or more 
thereof. 

11. Recipient connector constituted of: 

20 - of a first hollow section (17) suitable fcr fitting around 

neck (18) of a first recipient (15), 

- of a second hollow section (19) suitable fur fitting around 
neck (20) of a first recipient (16), 

the first hollow section (17) and the second hollow sertion (19) being 
25 separated from each other by a horizontal wall (21) and 

- a means of perforation (14) of elastic caps Jles (22, 23) of 
recipients (15, 16), 

characterized in that the means of perforation (1*) Is a needle 
according to daim 7 located at the center of the horizo ital wall (21). 
30 12. Connector according to claim 11 charactei ized in that the 

second hollow section (19) further comprises a port (24) or admission of 

a gas. 

13. Connector according to claim 11 or 12 char icterized in that 
the first hollow section (17) further comprises means for . ittachment (25) 
35 of the connector to neck (18) of redpient (15). 
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14. Gonnector according to any one of :laims 11 to 13, 
characterized in that the first hollow section (17), tlie second hollow 
section (19) and the separating wall (21) aie made of a 
polyarylethercetone polymer of formula (1). 
5 15. Connector according to claim 14, charact erized in that the 

polyarylethercetone polymer of formula (1) comprises fil ers selected from 
carbon fibers, glass fibers, graphite granules, polyfe itrafluoroethylene 
(PTFE) granules, black carbon granules and mixtures of two or more 
thereof. 
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